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Hotline +49 (0) 93 46-92 86-0

SICCO Glove Box Air Stream with 
integrated HEPA filter for working 
in highly pure atmosphere

page 2

Sterile working in the SICCO Glove Box 
Pure through disinfection with 
UV radiation

page 8

Storing products, probes and retain 
samples dust-free and dry

page 12

1000 sensitive substances and components.
The safe solution:
SICCO Desiccators and Drying Cabinets

NEW

A PRODUCT BRAND OF BOHLENDER
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SICCO Glove Boxes

How to work with:
The SICCO Glove Box Air Stream with 
Transfer Chamber
  
Glove Boxes are used whenever sensitive or hazardous materials or compo-
nents have to be processed in an isolated environment. 
If a contamination with any kind of particles contained in ambient air has to be 
excluded, a highly pure atmosphere is needed. Using integrated HEPA filtration, 
a pure atmosphere can be produced inside the SICCO Glove Box Air Stream. 

The included filter H 14 traps more than 99,995 % of all particles bigger than 
0,1 µm.

The filter cartridge is removable and can be exchanged against any filter 
with the built-in dimensions width 305 x height 305 x depth 78-83 mm. The 
saturation level of the filter is displayed by the integrated manometer on the 
front side.  
 
The fan is designed to convey normal, dry and not aggressive air, which 
contents only a small amount of dust. The motor and fan are maintenance-free 
and trouble-free. 

SICCO’s filtering unit with HEPA filtration offers three operating modes and is thus prepared for different tasks after a simple modification: 

Internal Air Circulation Mode
Using this mode, the air in the workspace is continuously circulated. It is sucked on the rear 
wall, drawn in the filter and then the filtered air is blown back into the workspace along the 
front panel (delivery state). 

 

 

Fresh Air Mode
When using the fresh air mode, ambient air is sucked into the filtering unit, led through the 
filter and blown back into the workspace along the front panel. The air inside the glove box 
is sucked in along the rear wall and transferred to the surrounding or a connected exhaust 
system. The fresh air mode requires a small modification: the angled pipe socket (included 
in delivery) has to be connected on the left side and the closing lid on the exhaust opening 
has to be removed. Accessories for connecting the glove box to an exhaust system are not 
included. 

Exhaust Mode
Using the exhaust mode, the glove box can be flushed with ambient air but only filtered air will 
be conveyed to the surrounding. The fan sucks the air inside, leads it through the filter and 
blows filtered air out. For pressure compensation, ambient air is permanently sucked from the 
outside through the glove ports. 
The flow direction from the outside to the inside prevents at the same time an escape of 
contaminated air. For the exhaust mode, the pipe socket on the left has to be removed and 
this opening has to be closed with the included lid. Additionally, the air inlet to the workspace 
is closed by turning the cover flap and the gloves have to be removed. On request, optionally 
available iris-ports can be put on the glove ports (catalogue no. V 1976-07, see page XXX), in 
order to reduce air exchange if the motor is switched off. 



3

S
IC

C
O

 H
ig

hl
ig

ht
s

Hotline +49 (0) 93 46-92 86-0

* Recommended prices valid until 31.12.2020

Cat. No.: / *recomm. price Euro V 1745-08F / 8.844,43 Euro  

Overall dimensions *
W x H x D in mm

1210 x 1015 x 660

Usable interior space 
W x H x D in mm

850 x 650 x 540

Usable volume   
litres

290

Weight
kg, approx.

42

Maximum all-over load
kg

40

Opening for gloves
mm

ø 190

Distance between openings for gloves
mm

390

Hinged lid opening
B x H in mm

850 x 425

Details transfer chamber:
Overall dimensions*
W x H x D in mm

320 x 330 x 260

Usable interior space 
W x H x D in mm

220 x 275 x 320 

Usable volume  
litres, approx.

24

Maximum usable height
mm

275 » 1000 ml flask with thread GL 45

Maximum usable width  
mm

200

Maximum all-over load
kg

3

Details Filter:

Operating modes internal air circulation, fresh air, exhaust

Filter class as per EN 1822:2009 H14

Filter performance (MPPS-method) ≥ 99,995 % of all particles > 0,1 µm are trapped 

Filter cartridge dimensions
W x H x D in mm

305 x 305 x 78

Installation depth of filter cartridge
 mm

78 - 83

SICCO Glove Box Air Stream with 
             Transfer Chamber

panels: Material: Temperature resistance: User: Stand:
clear    PMMA/PE    -20 °C to + 70 °C normal pressure rubber feet

Specification: 

Aluminium frame with panels made of acrylic glass, base panel made of 
polyethylene. Front panel with two glove ports and one pair of natural 
rubber gloves size 9, two lead-ins for cables on the back side (upper left 
and upper right).
Transfer chamber with two doors on the right, external door with latch 
to prevent accidental opening, the tray extends into the workspace with 
opening of the internal door for easy removal of inserted products. 
Integrated HEPA filtering unit in the top side for a high-purity atmosphere 
in the workspace. Manometer to display the degree of filter saturation. 
Pipe sockets made of PE are included in delivery for converting to the 
different operating modes: internal air circulation, fresh air supply and 
exhaust. The conversion can be made without any tooling. Exchangeable 
filter cartridge. Maintenance-free and trouble-free motor. Electrical power 
connection 230 V / 50 Hz is required.

Applications:

For working in a highly pure atmosphere. 

NEW
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SICCO Glove Boxes

SICCO Handschuhboxen Pure mit Schleuse – was Sie darüber wissen sollten.

Einfache Bedienung
Die UV-Lampe wird über den Kontrollschalter an der Frontseite einge-
schaltet. Nach einer kurzen Aufwärmzeit von 30 Sekunden werden alle 
Flächen, die direkt mit dem UV-Licht bestrahlt werden, desinfiziert. Am 
Ende der Bestrahlungszeit wird die Lampe ausgeschaltet und man kann 
mit der Handschuhbox weiterarbeiten.

Lebenszeitüberwachung des Leuchtmittels
Um ständig eine wirkungsvolle Desinfektion zu gewährleisten, wird die 
Lebensdauer des Leuchtmittels überwacht. Ein notwendiger Wechsel 
wird mittels Kontrolllampe rechtzeitig angezeigt.

Abschirmung 
Der integrierte UV-Strahler emittiert kein Ozon. Die Acrylglasscheiben 
schirmen die UV-Strahlen komplett ab, so dass keine Strahlung in die 
Umgebung abgegeben wird. Während des Betriebs sollten außerdem 
immer entweder UV-beständige Handschuhe (im Lieferumfang enthalten) 
oder Verschlussdeckel montiert sein.

Desinfektion ohne Chemie
Kurzwellige UVC-Strahlen wirken keimtötend, so dass Mikroorganismen 
wie Bakterien, Schimmel- und Hefepilze durch eine ausreichend lange 
Bestrahlung inaktiviert werden. Auf chemische Desinfektionsmittel kann 
verzichtet werden. 

Kabeldurchführungen
Zur Stromversorgung elektrischer Geräte ( z. B. Waagen) in der Hand-
schuhbox oder auch zum Einführen von Messsonden zur Überwachung 
von z. B. Feuchtigkeits- oder Sauerstoffgehalt.  
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Hotline +49 (0) 93 46-92 86-0* Recommended prices valid until 31.12.2020

Cat. No.: / *recomm. price Euro V 1740-08F / 6.118,49 Euro    

Overall dimensions *
W x H x D in mm  1210 x 700 x 600

Usable interior space 
W x H x D in mm          850 x 650 x 540

Usable volume 
litres              290

Weight 
kg, approx.

22

Maximum all-over load
kg

40

Opening for gloves
in mm

ø 190

Distance between glove ports
mm

390

Hinged lid opening
W x H in mm

850 x 425

Details transfer chamber:
Overall dimensions *
W x H x D in mm  320 x 330 x 260

Usable interior space 
W x H x D in mm

220 x 275 x 320 

Usable volume 
litres 24

Maximum usable width
in mm

275 » 1000 ml flask with thread GL 45

Maximum usable width  
mm

200

Maximum all-over load
kg

3

Details Ultraviolet Lamp:

Radiation width
mm

660

Life time of lamp
hours

10.000

Number of lamps 1

Temperature max. 
°C

40

Housing’s type of protection IP 65

Electrical power 
W

36

Warm-up period
Seconds

approx. 30

Irradiation period 
Seconds, without warm-up period

approx. 135 for e.g. Salmonellae, an-
thrax, diphtheria, coccus, TBC, tetanus. 
Approx. 625 for e.g. pneumococci

SICCO Glove Box Pure with Transfer Chamber
Panels: Material: Temperature resistance: Use: Stand:
clear    PMMA/PE   -20 °C to +70 °C normal pressure rubber feet

Specification: 

Aluminium frame with panels made of acrylic glass, base panel made 
of polyethylene. Front panel with two glove ports and one pair of gloves 
size 9,75 made of UV-resistant EPDM. Transfer chamber with two doors 
on the right, external door with latch to prevent accidental opening, the 
tray extends into the workspace with opening of the internal door for easy 
removal of inserted products. 
Integrated ultraviolet lamp with life-time monitoring on the top side for 
air and surface disinfection in the workspace, exchangeable lamp. The 
ultraviolet lamp is an ozone-free radiation source that does not emit 
any radiation below 220 nm. Electrical power connection 230 V /50 Hz is 
required. 

Applications:

Inactivation of microorganisms such as bacteria by means of shortwave 
ultraviolet UVC-rays with germicidal effect. Disinfection of the interior 
space without any chemical disinfectants or high temperatures.  

NEW
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SICCO Glove Boxes

SICCO Glove Boxes – good to know.

Transfer Chamber
Through the lateral transfer chamber, products can be easily inserted 
into the workspace. The transfer chamber can be flushed with gas 
separately. The tray extends into the workspace for easy removal of 
inserted products. 

Graded exhaust connector
By means of an exhaust connector, our Glove Box can be connected 
directly to an exhaust system. The graded exhaust connector allows 
connection of different tube diameters. 

Cable lead-ins 
For lead-in of cables for electrical power supply for devices (such as 
scales) in the glove box or insertion of measuring probes to control
e. g. humidity or oxygen content. 

Position of the glove port openings
Distance and diameter of the glove port openings are ergonomically 
designed. The complete workspace is accessible. 

Suitable model for all requirements 
The modular aluminium frame allows simple adaptions for standard and 
custom manufactures. Our standard models can be newly combined on 
request and their dimensions adapted to your requirements.
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Hotline +49 (0) 93 46-92 86-0

* Recommended prices valid until 31.12.2020

SICCO offers custom manufacture. 
You are looking for an individual solution for your application? 
As a manufacturer we offer custom manufactures as per your individual needs. Just discuss your ideas with our experts 
– we look forward to advise and assist you from construction to production of your product exactly as per your specification. 

Just give us a call: +49 (0) 93 46-92 86-0. 
We look forward to discuss all details and give you free, non obligation quote.

SICCO Cat. No.: V 1982-08F V 1986-08F V 1984-08F V 1988-08F

Panels               acrylic glass borosilicate glass acrylic glass acrylic glass

Specification

Base panel made of PE, incl. 
tubing connectors and suitable 

tubing for gas-filling and 
aeration of workspace and transfer 

chamber.

Base panel made of stainless 
steel, incl. tubing connectors and 
suitable tubing for gas-filling and 

aeration of workspace and
transfer chamber.

Base panel made of PE, incl. 
tubing connectors and suitable 

tubing for gas-filling and 
aeration of workspace and transfer 

chamber.

Base panel made of PE, integrated 
connector for exhaustion and 

closing lid. Special Iris-Port ope-
nings and cable lead-ins ensure 
pressure compensation through 
air streaming when the exhaust 

system is switched on.

Use normal pressure normal pressure normal pressure normal pressure

Temperature resistance
°C              -20 to +70 -20 to +120 -20 to +70 -20 to +70

Overall dimensions
W x H xD mm          1210 x 700 x 600 1210 x 700 x 600 850 x 650 x 540 890 x 700 x 600

Usable interior space
W x H xD mm  850 x 650 x 540 850 x 650 x 540 850 x 650 x 540 850 x 650 x 540

Usable volume  
Liter, approx.                  290 290 290 290

Weight  
kg, approx.                  20 36 14 16

Total all-over load
kg, approx.                  40 40 40 40

Stand rubber feet rubber feet rubber feet rubber feet

Glove ports Natural rubber
gloves size 9

Natural rubber
gloves size 9

Natural rubber
gloves size 9 Iris-Port openings

Transfer chamber yes yes no no

 *recomm. price Euro 4.107,01 € 6.645,09 € 3.017,51 € 2.829,12 €

Aluminium frame with panels made of acrylic glass / borosilicate glass, including two cable lead-ins on the back side, front panels with two glove ports.

Type Glove Box with
Transfer Chamber

Glove Box Vitrum with
Transfer Chamber

Glove Box Glove Box for
Exhaustion

SICCO Glove Boxes
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SICCO Glove Boxes

* Recommended prices valid until 31.12.2018

Cat. No.: / *recomm. price Euro V 1705-08S / 1.450,91 Euro

Overall dimensions *
W x H x D mm

300 x 400 x 400

Usable interior space 
W x H x D mm 

290 x 390 x 390

Usable volume  
litres              34

Weight
kg, approx.

5,7

Maximum all-over load 
kg

10

Opening for gloves
mm

ø 190

SICCO Mini Glove Box
Panels: Material: Temperature resistance: Use: Stand:
clear    PMMA -20 °C to +70 °C normal pressure rubber feet

Specification: 

Panels and base panel made of acrylic glass, glove ports sideways with Iris 
ports (one on the right-hand side, one on the left-hand side).

Applications:

For easy handling of small quantities in a closed working space. Easily 
transportable due to their light weight. Iris Ports can be easily exchanged 
by simple gloves for ports with Ø 190 mm for tight sealing. 

SICCO offers custom manufacture. 
You are looking for an individual solution for your application? 
As a manufacturer we offer custom manufactures as per your individual needs. Just discuss your ideas with our experts 
– we look forward to advise and assist you from construction to production of your product exactly as per your specification. 

Just give us a call: +49 (0) 93 46-92 86-0. 
We look forward to discuss all details and give you free, non obligation quote.
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The SICCO range already offers many options and a 
wide range of accessories for different applications. 
Moreover, we offer you to adapt our standard products 
according to your requirements. Sometimes it is only a 
small detail that has to be modified or added such as a 
modified door stop or additional entry ports.

Your benefit is an individual product as well as fast 
availability due to short-term realization of the 
modification. And what is your special request? 
We will be pleased to assist you: Just give us a 
call +49 (0) 9346 9286-0 or send your enquiry to 
info@sicco.de

A big clap instead of the split door for the 
supreme chamber.

Standard Modification

Open-minded for your plans: A closing device 
with gas-pressure spring instead of a traditional 
hinge-joint.

Flexible: additional cable lead-ins can be placed 
freely, whether for further electronic devices or the 
insertion of probes and tubes.  

Open for new possibilities - for example a 
desiccator wall with additional ports for one pair of 
gloves per compartment.

Thought out in every detail: Additonal, mechanical 
door opener especially for large-format desiccators 
with double door. 

Standard plus: our modifications…
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Appropriate solutions for any requirements 

SICCO Desiccators and drying cabinets are used in 
different sectors. Available in different sizes as well 
as with a maximum of flexibility and functionality, they 
are covering the full spectrum of protected drying and 
storage. 

Electrical industry:
Protected temporary storage of electronic 
components.

For example SICCO Antistatic-Desiccators that 
protect sensitive electronic components such as 
boards against humidity and particles from the 
ambient air and in antistatic atmosphere.

Photographic industry:
Reliable equipment storage.

For example the SICCO Maxi 2-Desiccator that 
is ideal for long-time storage of sensitive photo 
equipment and optical components in best possible 
conditions.

Tobacco industry:
Product-friendly long-term storage of tobacco 
and paper.

For example the SICCO Auto-Star-Desiccator for 
automatic drying at constant humidity between 
20 and 30%.

Metallography:
Stable storage of minerals and stones.

For example the SICCO Maxi 1-Desiccator as robust 
depository with a frame made of aluminium 
profiles and shelves made of stainless steel for 
a total overload up to 160 kilos.

Discover the large choice by means of some real 
life examples…

Fields of application of Desiccators.
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Also made by BOHLENDER

Professional High-Performance 
Fluoroplastic Labware
Stirrer shafts, Magnetic stirring bars, Distributors for bottles or Tubes –
these are just a few innovative BOLA products made of professional high-perfor-
mance materials such as PTFE, PFA and FEP. 
For fast and safe working in your laboratory.

Ask for our catalogue 
free of charge.

» More than 250 pages with professional high-
performance labware and tips of our experts
» Great selection and helpful service 
from BOHLENDER - as always

Info-Hotline:

+49 (0) 93 46-92 86 0
www.bola.de

A PRODUCT BRAND OF BOHLENDER
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SICCO Desiccators

SICCO Desiccators for drying/storage - good to know

Aluminium frame
The frame in aluminium offers a high stability and allows a modular 
set up and thus easy adaptation of our desiccators to customized 
requirements. 

Rubber seal and magnetic catch
A circular rubber seal is glued on the door frame to protect it from 
damages during loading and unloading of the desiccator. Additionally, 
the seal is pressed onto the frame by the magnetic catch and closes 
the interior tightly. 

Panels 
The tansparent panels provide all-round visibility. Samples and products 
can be located from the outside and thus the air exchange due to the 
open door can be reduced. 

Shelves
Depending on the modell, up to four shelves are included in the scope 
of delivery and can be mounted in freely chooseable distances. All 
shelves are telescopic so their complete surface is perfectly reachable. 
Additional shelves can be reordered as needed. 

Desiccant and desiccant tray
For reducing the humidity inside the desiccator, we supply the desiccant 
silicagel. SICCO’s silicagel has a colour indicator, which allows control-
ling its grade of saturation. The included tray in PBTP is a perfect 
match and can be used also for the regeneration of the silicagel in 
an oven. Further trays and silicagel in different package sizes are 
separately available. 
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* Recommended prices valid until 31.12.2020

SICCO offers custom manufacture. 
You are looking for an individual solution for your application? 
As a manufacturer we offer custom manufactures as per your individual needs. Just discuss your ideas with our experts 
– we look forward to advise and assist you from construction to production of your product exactly as per your specification. 

Just give us a call: +49 (0) 93 46-92 86-0. 
We look forward to discuss all details and give you free, non obligation quote.

SICCO Cat. No.: V 1871-07F V 1899-07F V 1896-07F V 1938-07F V 1852-01F V 1853-01F

Panels               transparent transparent transparent transparent transparent transparent

Specification 4 shelves
(max. 26 shelves)

wide format; door 
opens forward; 2 

shelves
(max. 13 shelves)

2 shelves
(max. 8 pieces)

high format; door 
opens forwad;  

4 shelves
(max. 38 shelves)

one door; 
4 shelves

(max. 17 shelves)

two doors; 
4 shelves

(max. 8 shelves 
per chamber)

Use normal pressure normal pressure normal pressure normal pressure normal pressure normal pressure

Temperature resistance 
°C -20 to +70 -20 to +70 -20 to +70 -20 to +70 -20 to +70 -20 to +70

Overall dimensions
W x H x D in mm          310 x 525 x 375 525 x 340 x 375 560 x 560 x 580 310 x 735 x 375 560 x 1150 x 580 560 x 1150 x 580

Usable interior space
W x H x D in mm                         260 x 480 x 330 480 x 260 x 330 495 x 500 x 540 260 x 690 x 330 495 x 1030 x 540 495 x 500 x 540 

 per chamber

Usable volume  
Liter, approx.                  51 51 156 73 311 156

 per chamber

Weight  
kg, approx.                  7 7 18 8 30 34

Total all-over load
kg, approx.                  30 30 80 40 160 80 per chamber

Stand  rubber feet, stackable rubber feet, stackable rubber feet, stackable rubber feet, stackable casters; 
2 of them with brakes

casters; 
2 of them with brakes

Silicagel included
            yes yes no no no no

 *Recommended price Euro 747,86 € 905,94 € 1.621,23 € 1.049,81 € 2.632,44 € 3.189,82 €

Aluminium frame with acrylic glass panels, including shelves made of polycarbonate / stainless steel, tray for desiccant and hygrometer. 

Typ Star Horizontal-Star Big-Star Tower-Star Maxi 1-Desiccator Maxi 2-Desiccator

SICCO Star-Desiccators
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SICCO Automatic Desiccators-Exsikkatoren

SICCO Automatic Desiccators – good to know.

Rubber seal and magnetic catch
A circular rubber seal is on glued on the door frame to avoid damages 
during loading and unloading of the desiccator. Additionally, the seal is 
pressed onto the frame by the magnetic catch and closes the interior 
tightly. 

Shelves
Depending on the model, up to four shelves are included in the scope of 
delivery and can be mounted in freely choosable distances. All shelves 
are telescopic so the complete surface is perfectly reachable. Further 
shelves can be reordered as needed.

Automatic Drying
Integrated drying units withdraw the inside relative humidity in the 
desiccator by means of Silicagel.

Hygrometer
The Hygrometer is fixed at the door and does not handicap the user 
during loading or unloading of the desiccator.

Aluminium frame
The Aluminium frame allows a modular set-up and thus easy adaption 
to customized dimensions. 
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* Recommended prices valid until 31.12.2020

SICCO Cat. No.: V 1877-07F V 1823-07F V 1894-07F V 1914-01F V 1916-01F

Panels               acrylic glass borosilicate glass acrylic glass acrylic glass acrylic glass

Specification
4 shelves made of 

polycarbonate
(max. 26 shelves)

4 shelves made of
stainless steel

(max. 26 shelves)

2 shelves made of
stainless steel

(max. 8 shelves)

one door; 
4 shelves made of

stainless steel
(max. 17 shelves)

two doors; 
4 shelves made of

stainless steel
(max. 8 shelves per 

compartment)

Use normal pressure normal pressure normal pressure normal pressure normal pressure

Temperature resistance
°C              -20 to +70 -20 to +120 -20 to +70 -20 to +70 -20 to +70

Overall dimensions
W x H xD mm          310 x 525 x 375 310 x 525 x 375 560 x 560 x 580 560 x 1150 x 580 560 x 1150 x 580

Usable interior space
W x H xD mm  260 x 480 x 330 260 x 480 x 330 495 x 500 x 540 495 x 1030 x 540 495 x 500 x 540 

per compartment

Usable volume  
Liter, approx.                  51 51 156 311 156

per compartment

Weight  
kg, approx.                  7,3 13,5 22 31 35

Total all-over load
kg, approx.                  30 30 80 160 80

per compartment

Stand rubber feet, stackable rubber feet, stackable rubber feet, stackable casters; 
two of them with brakes

casters; 
two of them with brakes

Silicagel included            no no no no no

 *recomm. price Euro 1.418,13 € 1.747,13 € 2.213,90 € 4.409,01 € 4.952,81 €

Aluminium frame with panels made of acrylic glass / borosilicate glass, rear panels made of aluminium/ acrylic glass, including shelves made of polycarbonate / stainless steel, 
hygrometer and premounted drying unit. Electrical power connection 230 V / 50 Hz is required.

Type Auto-Star Auto-Star-Vitrum Auto-Big-Star Auto-Maxi 1 Auto-Maxi 2

SICCO Automatic Desiccators

»«
Special Request?

+49 (0) 93 46 92 86-0

SICCO offers custom manufacture. 
You are looking for an individual solution for your application? 
As a manufacturer we offer custom manufactures as per your individual needs. Just discuss your ideas with our experts 
– we look forward to advise and assist you from construction to production of your product exactly as per your specification. 

Just give us a call: +49 (0) 93 46-92 86-0. 
We look forward to discuss all details and give you free, non obligation quote.
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SICCO

A PRODUCT BRAND OF
BOHLENDER GmbH
Waltersberg 8
D 97947 Grünsfeld
Germany

Phone: +49 (0) 93 46 - 92 86-0
Fax: +49 (0) 93 46 - 92 86-51
Mail: info@sicco.de
www.sicco.de

The current SICCO catalogue.

Huge choice on about 100 pages,
great service from the manufacturer.

Get your free catalogue!

www.sicco.de/catalogue-request
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